WMP-MXTK-125-BIO-A

REVISIONS
SPRAYBALL RISER DETA'L REV DESCRIPTION DATE: BY:
034 1.5"TC 4 Changed description of T10289 03-21-14 wWWw
—— 3"TC
QTY [ITEM PART # DESCRIPTION LOCATION
Sprayball riser, 1A | WTCP200 2"TC (MIXER) ToP
1om to be installed 2 | B | WTCP300 3"TC (CIP) TOP
in CIP ports (B) -
on vessel cover. 1]C | WTCP100 1"TC (VENT) C-EI-NOTIZR
Pro-wired Sprayball ISOﬂUId 1| D| T10289 1.5" TERRAPORT ( DRAIN) BOTTOM
Speed Control driven, 360
110V, 1PH Plug coverage. NOTES:
1- CYL, OPEN-TOP, DOME- BOTTOM, 34" DIA X 35.5" HT,
USP CLASS VI, 5/16" WALL, MOLDED NATURAL VIRGIN
PP ,W/ PUSH/ PULL HANDLES AND INTEGRATED VFD
MOUNT.
2-COVER, w/USP CLASS VI EPDM O-RING AND 316SS
G)_> m CAPTIVE FASTENERS.
28.5" - 35.5" 3-MOLDED MOBILE PEDESTAL, LINEAR POLYETHYLENE,
() BLUE, W/ 6" CASTERS, ALL SWIVEL W/ TOTAL LOCKING
BRAKES.
m 46.3"
i 4-MIXER MODEL; WMP-BB-90W, 60-600 RPM W/ 110 VOLT
6.75" (12.5gals) C'J—E SPEED CONTROLLER, AUTOCLAVE DESIGN, 316L SS
No-dead leg, flush 20RA MATERIALS, cGMP DOCUMENTS, USP VI LIP SEAL.
t mount, Radial OPTIONAL ELECTROPOLISH, AIR OR XP MOTOR
ke 5-UNIT SUPPLIED WITH ;
USP CLASS VI EPDM GASKET & 304SS CLAMP FOR ALL
TC CONNECTIONS.
1.5"90° PP USP CLASS VI ELBOW. 1 PC
1.5", USP CLASS VI PP NAT/ EPDM DIAPHRAGM VALVE.
1PC
SPRAYBALL & RISER. 2PCS ( SEE DETAIL)
6-DESIGN BRIM FULL VOLUME; 125 GAL / 473.13 LITERS
APPROVED:; DATE;
I T s | MIX /PHARMA /cGMP
TOLERANCES! XX = £ 12% DRAWN BY: W.W. Rev4
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