
DWG NO.SERIAL NO.SIZE

CUSTOMER:

LOCATION:

PRODUCT: PRESSURE:

TEMP: SPEED: WWW.WMPROCESS.COM

A

DETAIL A
 

DUAL AUTO�CLAVABLE
FDA APPROVED BEARINGS

MOTOR ADAPTER
316L ST.ST.

BELLOWS COUPLING

COUPLING SPACER
316L ST.ST.

BEARING HOUSING
316L ST.ST.

3" TC
316L ST.ST.

MTRS

3/4" SINGLE CARTRIDGE
MECHANICAL SEAL

FDA APPROVED SQUEALESS FACE NSR�1282 VS. 
FDA APPROVED SILICON CARBIDE

USP CLASS VI EPDM O'RINGS
316L ST.ST. METAL PARTS

1/4" NPT DEBRIS WELL PORTS (PLUGGED)
MTR'S

C.W.
ROTATION

3/4" SHAFT
316L ST.ST.

MTRS
<32 RA

90W ELECTRIC MOTOR
W/ 110V VFD
60�600 RPM

VFD

MA10783
4

QUICK DISCONNECT
AUTOCLAVE

DESIGN

6ft. 110V
1PH PLUG

10ft. CORD
w/ MELTRIC

PLUGS

MODEL: WMP�BIOMIX�BB90

RUN TEST + cGMP DOCUMENT PACKAGE

30 PSIG

60�600 RPM

3" TC

TBD" FMB

X"

BIOPROP
SET SCREWED
316L ST.ST.

<32 RA

"


